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TYP. BRAZE BRAIDED CORRUGATED FEMALE
METAL HOSE SWEAT
MATERIALS:
HOSE: Bronze or Stainless Steel
BRAID: Bronze or Stainless Steel
FEMALE SWEAT: Copper
QTy. PART NOMINAL SIZE OAL WIP WT.
No. (in.) (in.) (psi) (Ibs.)
68°F.

1 SECC-UL-025 144 8-1/4 700 A5
] SECC-UL-037 318 9 500 25
| SECC-UL-050 172 9-3/4 450 45
] SECC-UL-075 34 11-112 450 a0
1 SECC-UL-100 1 13 450 1.2
] SECC-UL-125 1-1/4 14-3/4 500 23
1 SECC-UL-150 1-142 17 400 22
1 SECC-UL-200 2 20 360 36
1 SECC-UL-250 2-112 24 300 52
1 SECC-UL-300 3 27 300 105
1. Units designed for pump vibration plus 1/8" misalignment.
2. Recognized by Underwriters Laboratories, Inc.
3. Cleaned, dehydrated and sealed for refrigeration service.
4. Female sweat L.D. to fit O.D. of nominal copper tube size.
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SOUTHEASTERN HOSE, INC.
Bremen, GA 30110

BRAIDED BRONZE CONNECTOR
SUBMITTAL DATA

DESCRIPTION:
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