SEHC Series
SEHC-SS Series

Rev. 9/02
g OVERALL LENGTH >
(OAL)
Tol. (+ or-) 1/8" per ft.
Style SEHC ) K ) :
LNF’T CRIMP FERRULE
TUBE & COVER
Style SEHC-SS :
LNF’T CRIMP FERRULE
TUBE & COVER
MATERIALS: o
Nitrile
REINFORCEMENT:  Fiber Braid
COVER:  Black Neoprene
w/ BRAID: 304 Stainless Steel
CRIMP FERRULE:  Aluminum / Brass / Steel
NPT: Brass Standard: MPT x MPT Swivel
Also Available: MPT x FPT Swivel and MPT x MPT
QTy. PART SIZE DAL MAX 0.D. MAX. TEMP. WiP TIP
No. {in.) (in.) (in.) (°F.) (psi) (psi)
1] SEHC-050 172 24 75 212 300 600
] SEHC-075 344 24 1.03 212 300 600
] SEHC-100 1 24 1.50 212 300 600
QTy. PART SIZE DAL MAX 0.D. MAX. TEMP. WiP TIP
No. {in.) (in.) (in.) (°F.) (psi) (psi)
(wf S5 Braid)
/] "SEHC-050-5S 142 24 81 212 300 600
] "SEHC-075-5S 34 24 1.09 212 300 600
—/ *SEHC-100-55 1 24 1.58 212 300 600
“Notes:

a. SEHC-8S Stainless Steel Braided Connectors are for Heat Pump Applications ONLY; and should never be insulated.
b. Rated Class 1 per UL 723JASTMES4-88; Flame Spread Index (FSI): 0; Smoke Developed Index (SDI): 10

*Warning:

Failure could occur if moisture is introduced to the outside of SEHC-SS style. Dissimilar metals are used in the attachment of the stainless
steel braid and moisture can act as an electrolyte which causes galvanic corrosion of crimp ferrule.

1. All hoses (Style SEHC and SEHC-SS) are MSHA flame resistant.
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